
ORBISPHERE 410 Vezérlő LDO érzékelőhöz, falra
szerelhető, 90-240 V AC, RS
Termékszám: 410M/W1C00000

HUF Ár (nettó): Elérhetőségünk
Szállítás 2 héten belül

Precise, Powerful Process Monitoring

A nyom szintű oldott oxigén pontos, reprodukálható mérése, meggyőző adatkezelési szinten. RS 485 interfész.

Easy to use, intuitive software using clear, full colour touch-screen
All functions of Orbisphere 410 instruments are accessed through the colour touch-screen. This screen acts as display and keyboard.

Internal diagnostics and reminders for maintenance and calibration
To ensure continuous high performance and simplify maintenance, Orbisphere 410 instruments offer a number of diagnostic features: A
notification that calibration is due ensures QC procedural compliance, a notification that a sensor service is due ensures optimal preventative
maintenance planning. The sensor service diagnostics minimises downtime, and system alarms transmitted through analogue output provide
continuous status indication.

Easy to use and reliable
Orbisphere 410 instruments are designed for ease of use. After simple installation, the system is measuring your process in minutes. Simple
menus allow you to rapidly create a specific configuration for the instrument. The main measurement window continuously displays real time
process readings, graphed sensor trends (user selectable from last 1 minute to last 1 hour), alarm limits, temperature and event occurrence.

Az M1100 LDO érzékelőhöz
Digital communication uses industry standard protocols including Profibus and USB in addition to traditional analog outputs and alarm relays.
These may all be configured in terms of function, content and behaviour.

Data Storage
Data storage of up to 10000 measurements, last 1000 operator actions and details of last 50 calibrations.

Műszaki adatok

A doboz tartalma: 410 Controller only. M1x00 sensor and cable, flow-chamber or process connection, must be
ordered separately.

Adattárolás: Rolling buffer or store once mode for up to 1000 measurements and 1000 operator actions
 
Holds calibration records for last 50 calibrations

Analóg kimenetek: 3 smart 0/4 - 20 mA (500 ohms) , programmable as linear or tri-linear, configurable to send
diagnostics or alarm information

Anyag: Stainless steel

Áramellátási követelmények (feszültség): 100 - 240 V AC

Egység: Gas concentration: Configurable for gas or liquid phase with multiple unit options
 
Pressure: External and barometric pressure with multiple unit options



 
Temperature: Sample temperature with unit options (K, °C, °F)

Felszerelési mód: Wall

Garancia: 24 hónap

Jelszó védelem: 5 levels of authorised access to configuration and data management

Kezelőfelület : Touch-screen panel displays: concentration, trend graph, diagnostics, alarm status, historical data

Kijelző: Color TFT touchscreen display

Kommunikáció: RS485

Kommunikációs képességek: 3 x 0/4-20 mA; RS485; Ethernet

Kompatibilis műszer: M1100

Megfelelőségi igazolások: EMC: EN61326-1:2006
 
CE: EN61010-1:2010
 
ETL, conforming to UL 61010-1 and CSA 22.2 No. 61010-1

Mérések: Resolution, accuracy and response time are determined by sensor

Méretek (MxSZxM): 236.5 mm x 250 mm x 160 mm

Működési feltételek: 0 - 95 % -5 - 50 °C (23 - 122 °F); 0 - 95 % humidity, nem lecsapódó

Működési hőmérséklet tartomány: -5 - 50 °C

Paraméter: Oxygen LDO M1100 (beverage)

Relék: 3 measurement alarm relays (2A to 30 VAC or 0.5 A to 50 VDC); configurable to send
diagnostics information
 
1 system alarm relay (2 A to 30 VAC or 0.5 A to 50 VDC)

Súly: 3,8 kg

Szünet mód: Universal 100/240 VAC @ 50/60 Hz, 25 VA
 
10-36 VDC, 25 W

Teljesítmény: Universal 100/240 VAC @ 50/60 Hz, 25 VA
 
10-36 VDC, 25 W

Vezérlő: 410, Mono-channel

A doboz tartalma

410 Controller only. M1x00 sensor and cable, flow-chamber or process connection, must be ordered separately.
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